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APBX G6

1	 Developed specifically for VW Golf 6, perfectly integrating into
	 the car’s trunk.
2	 Engineered to mate perfectly with the available Golf 6 enclosure 
	 volume.
3	 Exploiting all the power the AP8.9 bit delivers.
4	 Packaged with mounting kit for easy installation.
5	 Plug&Sound sealed passive subwoofer with superior power 
	 handling.
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690 520 165 mm
27.17 20.47 6.5 in.APBX G6
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Component Subwoofer

Size mm (in.) 250 (10)

Power Handling
W (peak) 900
W (continuos) 300

Impedance Ω 4

Frequency Response Hz 30 ÷ 300

Sentivity dB/SPL 92

Magnet size
D x h

mm 140 x 70 x 20
(in.) (5.5 x 2.8 x 0.8)

Total Driver Displacement l (cu.in) 0,7 (42.7)

Voice Coil Ø mm (in.) 60 (2.4)

Magnet Hight density flux ferrite

Cone Water repellent pressed paper

Weight of one component Kg (lb) 3,3 (7.26)

*Xmech mm (in.) 13 (0.51)

TECHNICAL SPECIFICATIONS

D 	 mm	 215
Xmax 	 mm	 6
Re 	 Ω	 2,9
Fs 	 Hz	 39
Le	 mH	 1,58
Vas 	 l	 40,2
Mms 	 g	 82
Cms 	 mm/N	 0,2
BL 	 T•m	 10,8
Qts		  0,44
Qes		  0,49
Qms		  4,71
Spl 	 dB	 92

ELECTRO-ACOUSTIC PARAMETERS

*X-mech: maximum mechanical excursion it indicates the motion range in the speaker 
linear functioning area, in both ways.

Figure 1 Check the 
on-line video tutorial


