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FUSEHOLDER

TECHNICAL DATA FEATURES

POWER SUPPLY 11 -15VDC

IDLING CURRENT 03A - ADJUSTABLE LEVEL
MAX CONSUMPTION (4 Q) 5A

DISTORTION THD 0.07 % INPUTS

OUT POWER CONT. (4 Q) 2x22W

OUT POWER CONT. (2 Q) 2x35W - OVERLOAD
BANDWIDTH 7Hz- 100KHz

DAMPING FACTOR 220 PROTECTED

RISE TIME 4.5pS

S/N RATIO (W “A™) 98 dB OUTPUTS

REMOTE IN 3-16 VDC

INPUT SENSITIVITY 0.15V - 1.5V - THERMAL

INPUT IMPEDANCE 15 KQ

LOAD INPEDANCE 2-4-8Q OVERLOAD

SIZE (WxHxL) mm 175x50x88

SIZE (WxHxL) inch 6.88x1.96x3.46 PROTECTION
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CONTROLS AND FUNCTIONS

r—pHE IN — r—-LEvELS_‘

oo 3ol
=0 >
L R

0.15V - 1.5V
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electronic crossover
output, or preampli-
fied output of any
type of signal proces-
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[ ON ] PRE IN LEVELS

Lit when amplifier is Amplifier’s Left - Level adjustments

ON. Right inputs. for amplifier’s Left

] / |Can be used to and Right output.
amplify the PRE out- Sensitivity  varies
put of a signal source from 150 mV to
(radio, CD-DAT), 1.5V.

CONFIGURATION OF CONNECTING CLAMPS
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REMOTE IN

be between 11 and 15
VDC.

AMPLIFIER [ power suppLy | [
OUTPUT CLAMPS CLAMPS REMOTE |
e . \ \
[ L/R ] POWER - IN
Power outputs for| |Input clamps for| | Turn on control for
amplifier’s Left and amplifier’s power amplifier ~ coming
Right channels. supply. from radio/cassette
Connect  speakers Connect to battery player (or any source
respecting indicated | | according to polarity provided with remote
polarity. indicated. output for ampli-
\ /| Voltage applied must fiers).

Voltage applied must
be between 3 and 16
VDC.
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